q) Kraus & Naimer

: Datasheet

By Article number: 70010790
‘ Designation: KG41B.T206/40.KL71V

Description: Switch Global Disconnector

Sample image

IEC 60947-3 EN 60947-3, VDE 0660 Teil 107

HomuHanbHoe HanpskeHue usonsuuu Ui

Hanpsikernue (B) [NepemMeHHbIi TOK/[10CTOSHHBIN TOK
690 50/60Hz

H W ANUT i ToK lu/Ith
MKoBOE 3HayeHne TemMnepaTypbl
Cuna Toka (A) TemnepaTypa okpyxatoLyesi cpegbi (°C) °C) [ononHuTenbHble Tpe6oBaHUsA
CpefHsA TemnepaTypa okpyxatoLei cpefibl +50°C B TeyeHne 24 4acoB C MaKCUMasibHbIM 3HaYeHneM
40 50 55 +55°C

HomuHanbHbIii pabounii Tok le
Kateropusi npumeHeHns HanpseHue (guana3soH) (B) Cuna Toka (A)
AC-32A 20 - 400 40
HoMuHanbHas pabo4asi MOLLHOCTb
Kateropusi npumeHeHns HanpseHue (auana3soH) (B) KonunvectBo a3 KonunyecTso nostocoB MouwyHocTb (KBT)
AC-3 220-240 3 3 7,50
AC-3 380 -440 3 3 11
AC-3 660 - 690 3 3 11
AC-23A 220-240 3 3 7,50
AC-23A 380 - 440 3 3 15
AC-23A 660 - 690 8] 3 15
M i H p ( Tens no IEC
XapakTepucTuka npesoxpaHnTens KonuyectBo npegoxpaHutenein Cuna Toka (A)
gG 1 50

UL60947-4-1, UL508

Nominal Voltage

Voltage (V) AC/DC
600 AC

Rated insulation voltage Ui

Voltage (V) AC/DC

600 AC
Rated thermal current
Current (A) Ambient temperature (°C) Additional Text
42 0-40 -
Horsepower rating
Across-the-Line Motor Starting Voltage (V) No. of phases  No. of poles Power (HP) Ambient temperature [°C]
DOL 110-120 1 2 2 40
DOL 220-240 1 2 5 40
DOL 277 -277 1 2 7,50 40
DOL 415-415 1 2 7,50 40
DOL 440 - 480 1 2 10 40
DOL 550 - 600 1 2 10 40
DOL 110-120 3 3 5 40
DOL 220-240 3 3 15 40
DOL 415-415 3 3 15 40
DOL 440 - 480 3 3 25 40
DOL 550 - 600 3 3 30 40
Pilot duty rating code
Duty Code
A600

SCCR / Max. fuse rating

Conditions of acceptability
This device is suitable for use on circuits capable of delivering not more than 10kA rms symmetrical amperes, 600V ac max. when protected by Type RK1 fuses.
Suitable for use on a circuit capable of delivering not more than 65000 rms symmetrical amperes 600V max., when protected by 60A Class J fuses.

Temp. rating of wire

Temperature rating (°C) Current (A) Text
60-75 - -
General Use
AC/DC Voltage (V) Current (A) No. of phases No. of poles No. of contacts in series
AC 277 42 1 1 1
AC 600 42 1 2 1
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General Use
AC/DC Voltage (V) Current (A) No. of phases No. of poles No. of contacts in series
AC 600 42 3 3 1
General Infor i
Text
- The operating handle and position indicating means to be used with these manual motor controllers should be provided from the manufacturer, or the operating handle and position indicating means
to be used should have been previously evaluated in combination with the manual motor controllers.
- When intended for use as a motor disconnector the device shall be provided with a method of being locked in the OFF-position.
CSA
Nominal Voltage
Voltage (V) AC/DC
600 AC
HomMuHanbHoe HanpskeHue usonsuun Ui
Hanpsikenue (B) [NepeMeHHbIV TOK/[10CTOSHHBIN TOK
600 AC
Rated thermal current
Current (A) Ambient temperature (°C) Additional Text
40 0-40 -
Horsepower rating
Across-the-Line Motor Starting Voltage (V) No. of phases  No. of poles Power (HP) Ambient temperature [°C]
DOL 110-120 1 2 2 40
DOL 220-240 1 2 5 40
DOL 277-277 1 2 7,50 40
DOL 415-415 1 2 7,50 40
DOL 440 - 480 1 2 10 40
DOL 550 - 600 1 2 10 40
DOL 110-120 3 3 5 40
DOL 220-240 3 3 15 40
DOL 415-415 3 3 15 40
DOL 440 - 480 3 3 25 40
DOL 550 - 600 3 3 30 40
Temp. rating of wire
Temperature rating (°C) Current (A) Text
75 - -
General Use
AC/DC Voltage (V) Current (A) No. of phases No. of poles No. of contacts in series
AC 277 40 1 1 1
AC 600 40 1 2 1
AC 600 40 3 3 1
OCHOBHAS TEXHUYECKASA UHOOPMALIUSA
Size of |
Cross section (mm?) or
composition of conductor Min. / Max. value No. of conductor per terminal (AWG/kcmil) Material of the wire
Flexible wire Max. 1 AWG 6 Copper
Flexible wire Max. 1 10mm?2 Copper
Single-core or stranded wire Max. 1 AWG 6 Copper
Single-core or stranded wire Max. 1 16mm? Copper
Flexible wire with sleeve Max. 1 10mm?2 Copper
Stripping length
Length (mm) -
l_
12
PekoMeHayeMmasi oTBepTKa
Tun oTBEPTKU Value
KpecTtoBast oTBEpPTKA PH2
Slot screwdriver according to DIN 5264 1,2x6,5
MOMEHT 3aTSXKKN BUHTOB
MomeHT 3aTsxku (Hm) MOMEeHT 3aTsixKu (PyHT-AtoviM)
1,80 16
Approbations
Specification Marking
CE marking C E
UK
UK Directives cA
BIIS
UL 60947-4-1; CSA C22.2 No. 60947-4-1 LISTED7787
@:
CSA C.22.2 No.14
GB/T14048.3 GBITTA048.3
061as uHdof
TekcT
- UcnonbayiiTe ToNbKo MefHble NPoBoAa (C Xunamu ny>xeHbIM1/nocepeGpeHHbIMU UK G6e3 TakoBOro NOKPbITHS). Maitka KOHLOB NPOBOAOB Nepe/, MOHTaXOM He AoNYyCKaeTCs.
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O6was
TekcT
- I'Ipleeqaume no SJ'IeKTpOMaFHVITHOVI COBMECTUMOCTHU: 3TO yCTpOVICTBO noaxoauT Ana ucnonb3oBaHUA B cpefe AwunB.

- KnemMMbl ¢ yCcTaHOBNIEHHbIMM Ha 3aBOJie NepeMblYKaMu 3aTArMBaTCA BO BpeMs NMPOM3BOACTBA ANA NpeAoTBpalLleHus notepb. OTKpbIBas KNeMMHbIe 3aXUMbl, y6eAUTECh, YTO HU OfjHa
yCTaHOBNEeHHadA Ha 3aBoje nepemMblyKa He noTepsanacb, U BCe COeAUHEHMA NPOBOAOB NPaBU/IbHO 3aKpensieHbl.

-MNocne noAKKYeHnsa BCE BUHTbI KneMm DOMKHbI 6bITb 3aTAHYTbI C yKa3aHHbIM MOMEHTOM 3aTAXKWN.
-Knace 3aWnTbl Bbl6paHHOr0 TUMNa MOHTa)a MOXXET BapbupoBaTbCA B C/ly4yae UCMNOJIb30BaHMUA AOMNONHUTENbHbIX I'Ipl/lCI'IOCOéﬂeHVIVI,

- He cmasbiBaiiTe 1 He pa36upaliTe KOHTaKTbI.

- MepekoyaTeny MoryT 6bITb YCTAHOB/EHDbI, MOAK/IOYEHBI M BBEAEHbI B 3KCMITyaTaLmIo TOMbKO KBaIMGULMPOBAHHBIM MEPCOHANOM B COOTBETCTBUM C MPUHATLIMU TEXHUYECKUMU NPaBUNaMu.
Waste Electrical & Electronic Equi (WEEE)

Picture name Description

Do not throw in the trash as care must be taken to ensure environmentally sound disposal and recycling. Please either use an environmentally friendly waste disposal company;
— return to the supplier for disposal; or return direct to the manufacturer, Kraus & Naimer. You can find local Kraus & Naimer offices at www.krausnaimer.com
Proposition 65
Picture name Description
1 WARNING: This product can expose you to chemicals including nickel and lead, which is known to the State of California to cause cancer. For more information go to
: www.P65Warnings.ca.gov.

Classification Contact: Rigid contact bridge
Classification Contact Mat: Silver

Classification Terminal: Screw terminal

Mounting-KL71V
D1 2xM40
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D2 L B " H
IP - Kop nuueBas ctopoHa 1P66, IP67, IP69k
Stages 6,00 - 8,00
A H 250,00 mm
B H 145,00 mm
D1 7] 4,00 x M40/M25
D2 [7] 2,00 x M25
D3 6,50 mm
D4 H <= 50,50 mm
D5 H <=56,00 mm
E H 124,00 mm
F H 229,00 mm
H =] 107,00 mm
SwWi1 <=46,00 mm
SW2 [ <= 50,00 mm
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Wiring diagram

KG41B.T306.KL71V

1L1 1L2 1L3 2L1 2L2 2L3
BERRR

1T1 1T2 1T3 2T1 2T2 273
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Switch program

KG41B.T306.KL71V

KG41B |T306 Page 1 of 1
Face Plate
] L1 1L2 1L3 2L1 212 2L3
1 3 5 7 9 11 13 15
0
o (o 50 | | | | | |
Switching Angle | 90 | 2 4 6 8 10 12 14 16
Total switching Angle 90 11 172 173 2T1 272 273

0

270

90

180

Version: 117
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Face plate

S1.F656/E10.V9

O
O
0
F
F

Kraus & Naimer

| on
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HANDLES

Designation: S1B.G842
Handle colour: "2" red

OCHOBHAA TEXHUYECKAA UHOOPMALIMA

PekomeHplyeMas oTBepTKa

Tun oTBEPTKN Value
KpecTtoBas oTBEpTKA PH1
Slot screwdriver according to DIN 5264 0,8x5,5
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AUXILIARY CONTACTS

(cam operated) for switch type KG20 - KG100C

Designation: K1.M510A/2CA-B

Number of contacts: "2" 2 auxiliary contacts
Operation of contacts: "C" 1 auxiliary contact
closed in pos. 1 and 1 auxiliary contact closed in
pos. 0 (NO/NC)

Type of version: "A" 1. auxiliary contact module
Type of mounting: "-B" for type of mounting VE,
VE2, silver contacts

IEC 60947-3 EN 60947-3, VDE 0660 Teil 107

Nominal Voltage

Voltage (V) AC/DC
690 AC

# Tok lu/Ith

W AUT

I

lnkoBoe 3HayeHne Temrepartypbl

Cuna Toka (A) Temnepatypa okpyxarowesi cpesbi (°C)

16

55

°C) [ononHutesnbHbie Tpe6oBaHUs

60

CpepHss TeMnepaTypa oKpyXatoLLeil cpefibl +55°C B TeYeHue 24 4acoB C MaKCUMaJlbHbIM 3HaYeHNeM
+60°C

HoMuHanbHbIli pabounii ToK le

Kateropusi npumeHeHns
AC-15

AC-15

AC-15

AC-21A

Hanpsixerue (gnana3oH) (B)
110-240 6
380 - 440 3

20-690 16

Cuna Toka (A)

500 1,50

UL60947-4-1, UL508

Nominal Voltage

Voltage (V) AC/DC
600 AC

Rated insul voltage Ui

Voltage (V) AC/DC
600 AC

Rated thermal current

Current (A)
10

Ambient temperature (°C) Additional Text

0-40 -

Pilot duty rating code

Duty Code
A600

General Use

AC/DC Voltage (V)
AC 600

Current (A)

No. of phases

No. of poles
1 1

No. of contacts in series
1

OCHOBHAA TEXHUYECKAA UHOOPMALIMA

Size of conductor

Cross section (mm?) or

composition of conductor Min. / Max. value No. of conductor per terminal (AWG/kcmil) Material of the wire
Solid wire Min. 1 0,5mm? Copper
Solid wire Min. 2 0,5mm? Copper
Flexible wire Min. 1 0,75mm?2 Copper
Flexible wire Min. 2 0,75mm? Copper
Flexible wire Max. 2 2,5mm? Copper
Flexible wire Max. 2 AWG 14 Copper
Single-core or stranded wire Max. 2 AWG 12 Copper
Single-core or stranded wire Max. 2 2,5mm? Copper
Flexible wire with ferrule according to DIN 46228 Min. 1 0,5mm? Copper
Flexible wire with ferrule according to DIN 46228 Max. 2 2,5mm? Copper
Flexible wire with ferrule according to DIN 46228 Min. 2 0,5mm? Copper
Stripping length
Length (mm) -
L]

PeKkoMeHAayeMmasi oTBepTKa

Tun oTBEPTKU
KpecTtoBas oTBEpPTKa
Slot screwdriver according to DIN 5264

Value
PH1
0,8x4

MOMEHT 3aTs)KKU BUHTOB

MomeHT 3aTsxku (HM)
0,60

MomeHT 3aTsKKY (yHT-Ar0MM)
5
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Conditions during transport and storing

Minimum temperature (°C) Maximum temperature (°C) additional requirements
-40 85 In case of temperatures below -5°C no shock load permissible

ry

061was nHd
TekcT
- MCI‘IOI‘IbSyVITE TONbKO MeHble NpoBOoAa (C Xunamum }'Iy)KeHbIMVI/I'IOCepe6pEHHbIMVI unu 6e3 TakoBOro I'IOKprTVIH). Maitka KOHLIOB NPOBOAOB Nepea MOHTa)XoOM He AonycKaeTca.

- KnemMMbl ¢ yCTaHOBNIEHHbIMM Ha 3aBOJie NepeMblYKaMu 3aTArMBaTCA BO BpeMS NMPOM3BOACTBA ANA NpeAoTBpalLleHus noTepb. OTKpbIBas KNeMMHbIe 3aXUMbl, y6eAUTECh, YTO HU OfjHa
yCTaHOBNEeHHadA Ha 3aBoje nepemMblyKa He noTepsanacb, N BCe COeAUHEHMA NPOBOAOB NPaBU/IbHO 3aKpensieHbl.

-MNocne noAKKYeHnsa BCE BUHTbI KneMm DOMKHbI 6bITb 3aTAHYTbI C yKa3aHHbIM MOMEHTOM 3aTAXKWN.

- He cmas3biBaiTe 1 He pa3bupaiiTe KOHTaKTbI.
- I'IepeKmoanenM MoryT 6bITb YCTaHOBJ1€Hbl, MNOAK/KOYEHbI U BBEAEHbl B 9KCnyaTalnto ToNbKo KBaI‘IM(bVILLMpOBaHHbIM nepcoHanoM B COOTBETCTBUU C NPUHATbIMU TEXHUYECKUMU NMpaBuUnamMmu.

Classification Terminal: Screw terminal

13 21
\I 7
14 22
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